Predkosc¢ przeptywu powietrza w kanatach wentylacyjnych
z PEHD @ zewn.75mm (@ wewn.63mm)
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Predkos¢ przeptywu (m/s) 2021|2223 (24|25|26|26(27|28|3.0(31(32|33|34|35|36|3.7(/38|39/40/|45|5.0

1 kanat - PEHD gzewn.75mm (wewn.63mm) | 22 | 23 | 25 | 26 | 27 | 28 | 29 | 30 | 31 |32 |34 |35 |36 |37 | 38|39 |40 | 42|43 |44 |45 |50 | 56

2 kanaty - PEHD gzewn.75mm (wewn.63mm)| 44 | 46 | 49 | 52 | 54 | 56 | 58 | 59 | 61 | 63 | 68 | 70 | 72 | 74 | 76 | 78 | 80 | 84 | 86 | 88 | 90 | 100|112

3 kanaty - PEHD gzewn.75mm (wewn.63mm)| 66 | 69 | 74 | 78 | 81 | 84 | 87 | 89 | 92 | 95 |102| 105|108 | 111|114 (117|120 |126|129|132| 135|150 168

4 kanaty - PEHD gzewn.75mm (wewn.63mm) | 88 | 92 | 98 | 104 | 108 | 112|116 | 118|122 | 126|136 | 140|144 | 148|152 | 156|160 | 168|172 | 176|180 | 200 | 224

== 1 kanat - PEHD gzewn.75mm (wewn.63mm) == 2 kanaty - PEHD gzewn.75mm (wewn.63mm)
== 3 kanaty - PEHD gzewn.75mm (wewn.63mm) =>¢= 4 kanaty - PEHD gzewn.75mm (wewn.63mm)
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